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GENERAL NOTES:

PROP. GRADE —\ ,
RELOCATED FIRE HYDRANTS SHALL BE PLACED A MINIMUM
DISTANCE OF 6 FEET BACK OF CURB IN CURB AND GUTTER

SECTIONS AND 6 FEET BACK OF DITCH IN ROADWAY STORM DRAIN
SECTIONS. WHERE THERE IS NO DITCH, THE HYDRANT

SHALL BE PLACED AS FAR AS POSSIBLE FROM THE PAVEMENT
EDGE WITHIN RIGHT OF WAY OUTER LIMITS. PUMPER

NOZZLE SHALL BE PERPENDICULAR TO ROADWAY.

. SWIVEL (LOCKED JOINTS) FITTINGS MAY BE USED IN LIEU 45° BEND 45° BEND
OF 3/4" RESTRAINING RODS.

3. ALL CONCRETE SHALL BE CLASS “B". %) " (%

4. HYDRANT BRANCH LINE SHALL HAVE THE SAME COVER AS THE ; 12" MIN.
MAIN (36" MIN). “
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PIPE BEDDED IN 4" MINIMUM LOOSE SOIL. TRENCH |
BACKFILLED IN LOOSE 6" LAYERS COMPACTED TO ;
TOP OF TRENCH USING LOCAL EXCAVATED MATERIAL,
IF APPROVED BY THE ENGINEER, OR SELECT MATERIA
ALL MATERIAL SHALL BE FREE OF ROCKS, FOREIGN
MATERIAL, AND FROZEN EARTH. COMPACTION SHALL
BE TO APPROX. 95% DENSITY IN ACCORDANCE WITH
AASHTO T-99 AS MODIFIED BY THE DEPARTMENT
OF TRANSPORTATION.




